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TIPT UNIVERSAL PA INTERFACE  VoIP-4950PA 
 
The VoIP-4950PA allows Telstra IP Telephony (TIPT) customers to make voice announcements over their PA 
system from any phone or terminal on their TIPT network.  Access to the PA can even be set up as a one touch 
function. Simply call your PA extension and you’re connected. Simply hang up after your announcement. 
 
The device is a simple "one suits all" PA interface with all interconnection accessories supplied as standard. 
 

 
 
 
 
 
 

 
 
 

 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Standard Accessories Supplied 
 

 
 
 

 
 

 
 
 
Specifications 
 

Power Source Telephone line ≥ 24Vdc open circuit, ≥ 15mA short circuit 
Line Input/Output Impedance 220 Ω + 120 nF//820 Ω (Complex BN 12) 
Input Level from Line 1 V p-p (350 mV RMS) (-6.8 dBm) nominal 
Output Level to PA 1 V p-p (350 mV RMS) (-6.8 dBu) nominal 
Automatic Disconnect Line Reversal on Idle, Open Circuit for • 90ms, or 5 sec silence 

 

Universal PA 
Interface 

TIPT 

TIPT IAD, ATA of FAX LINE
Pins 3 & 4 on RJ12

TO PA INPUT 
Pins 3 & 4 on RJ12 

 

PA System 
(Not Supplied) 

 

 


